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RE: Temp sub
Fire Access
§F503.2.1 Dimensions. Fire apparatus access roads shall have an unobstructed width of not less than 20 feet (6096 mm), except for approved security gates in accordance with §F503.6, and an unobstructed vertical clearance of not less than 13 feet 6 inches (4115 mm).
§F503.2.3 Surface. Fire apparatus access roads shall be designed and maintained to support the imposed loads of fire apparatus and shall be surfaced so as to provide all-weather driving capabilities.
§F503.6 Security gates. Where security gates are installed, they shall be maintained and an approved means of emergency operation shall be provided and maintained.

§FD102.1 Access and loading. Facilities, buildings or portions of buildings hereafter constructed shall be accessible to fire department apparatus by way of an approved fire apparatus access road with an asphalt, concrete or other approved driving surface capable of supporting the imposed load of fire apparatus weighing at least 75,000 pounds (34 050 kg).

§FD103.4 Dead ends. Dead-end fire apparatus access roads in excess of 150 feet (45 720 mm) shall be provided with width and turnaround provisions in accordance with Table FD103.4.
§FD107.1 One-or two-family dwelling residential developments. Developments of one-or two-family dwellings where the number of dwelling units exceeds 30 shall be provided with separate and approved fire apparatus access roads, and shall meet the requirements of §FD104.3.


EXCEPTIONS:

1. Where there are 30 or fewer dwelling units on a single public or private access way and all dwelling 
units are protected by approved residential sprinkler systems, access from two directions shall not be 
required.


2. The number of dwelling units on a single fire apparatus access road shall not be increased unless fire 
apparatus access roads will connect with future development, as determined by the code official.
Street Signs and Water Supply

§F501.4 Timing of installation. When fire apparatus access roads or a water supply for fire protection is required to be installed, such protection shall be installed and made serviceable prior to and during the time of construction except when approved alternative methods of protection are provided. Temporary street signs shall be installed at each street intersection when construction of new roadways allows passage by vehicles in accordance with §F505.2.
§FB105.1 One-and two-family dwellings. The minimum fire flow requirements for one-and two-family dwellings having a fire area which does not exceed 3,600 square feet (344 m^2) shall be 1,000 gallons per minute (3785 L/min). Fire flow and flow duration for dwellings having a fire area in excess of 3,600 square feet (344 m^2) shall not be less than that specified in Table FB105.1.

EXCEPTION: A reduction in required fire flow of 50 percent, as approved, is allowed where the building is equipped throughout with an approved automatic sprinkler system in accordance with Chapter F9 of the International Fire Code.

§F505.2 Street or road signs. Streets and roads shall be identified with approved signs. Temporary signs shall be installed at each street intersection when construction of new roadways allows passage by vehicles. Signs shall be of an approved size, weather resistant and be maintained until replaced by permanent signs.

Approved Signs
· Street name sign shall be retro reflective or illuminated to show the same shape and similar 
    
            color both day and night.  
· The letters and background shall be contrasting colors.



· Lettering shall have a minimum height of 4 inches.
· Lettering indicating type of street or the section of the City can be reduced to 3 inches.

Fire Hydrants

§FC103.1 Fire hydrants available. The minimum number of fire hydrants available to a building shall not be less than that listed in Table FC105.1.  The number of fire hydrants available to a complex or subdivision shall not be less than that determined by spacing requirements listed in Table FC105.1 when applied to fire apparatus access roads and perimeter public streets from which fire operations could be conducted.
Plans shall be submitted using the 2002 edition of the Arkansas Fire Prevention Code. These codes were adopted July 23, 2002 by the Rogers City Council.


